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Congratulations on the purchase of your new attachment! 
 
Before you get started, we have provided a helpful space to jot down a few 
important details: 
 

 

 

This manual should be considered a permanent part of this attachment and 

therefore should remain with it even if the attachment is subsequently sold. 

 

The manufacturer continually seeks advancements in its product design and quality. 

Therefore, while this manual contains the most current product information 

available at the time of printing, there may be minor discrepancies between your 

attachment and this manual. 

 

If you have any questions concerning this manual, please consult your local dealer.  

 

Model number: B-HG  

 

Serial number: 

 

Date of purchase: 

 

Factory reference:  HG  

 

 

Model No. Width (cm) Weight (kg) 

B-HG04 120 37 

B-HG05 150 44 

B-HG06 180 51 

B-HG08 240 68 
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Before installation/maintenance, ensure tractor and attachment are stationary with the 

hydraulic lift system in a neutral position, and the ignition key removed. Read and 

understand this manual fully before operating machinery. Failure to follow all safety 

standards can result in severe injury or death. 

 

1. Regularly check condition of/service both tractor and attachment. 

2. Regularly check/tighten all bolts , nuts and screws. 

3. Never consume alcohol/drugs while operating machinery.  

4. This attachment is for use with compact tractors only, within the power range specified, and at 

the recommended speed at all times. 

5. Only use for the indicated purpose. Do not use to transport personnel or livestock. 

6. Always wear protective gloves, ear and eye protection and tie back long hair. Do not wear loose 

clothing. 

7. Always check the immediate area is clear before operating. 

8. Keep spectators at a safe distance. 

9. Do not run the engine in an enclosed area.  

10. Do not leave any machinery unattended while operating.  

11. Do not touch moving parts.  

12. Stop the engine immediately if excessive vibration occurs.  

13. When travelling, keep the attachment in a transport position. 

14. Ensure the engine is switched off before any maintenance. Be aware components can be hot 

after operation. 

15. Pay attention to any sharp/pointed parts when servicing. 

16. Always repair/replace any defective parts.  

17. Do not modify the attachment in any way as this may impair the operation and overall safety.  

18. Ensure all safety guards are in place and in good condition. 

19. Keep all safety signs clean and legible. Replace missing/illegible signs. 

 

 

Attachment & Tractor Checks  

 

1. Before installing, the tractor and attachment should be stationary, remove the key from the 

ignition. 

2. Check/tighten all bolts, nuts and screws. 

3. Check the attachment is properly attached to the tractor. Ensure secure pins are used on the 

linkage mounting pins. 

4. Add extra weights to the tractor front (or wheel weights) if required. 

5. Install/secure all safety guards, doors and covers before operating. 

6. Bystanders should leave the immediate area before connecting the drive from the tractor.  

7. Regularly check wearing parts. Repair or replace as required. 

8. Regularly clean the attachment, clear away any entangled material. 

Safety Information 
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Diag. No Part No Part Name 

1 121.01.12.50 12mm Drop Forged Ring 

2 979.125.WT Body Link (Working Tine) 

3 979.125.SI Side Link 

4 990.125.SH Side Hook 

5 990.125.PT Pigtail Connecting Hook 

B-HG Parts Diagram & List 


